
Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#25,0_Ch 20525/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.578 mW/g 
 

Rear/QPSK_RB#25,0_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.703 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 0.6890 
SAR(1 g) = 0.519 mW/g; SAR(10 g) = 0.381 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.596 mW/g 

  

 
0 dB = 0.600mW/g = -4.44 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 8/31/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.985 mho/m; εr = 55.181; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#25,12_Ch 20525/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.588 mW/g 
 

Rear/QPSK_RB#25,12_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.618 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.6950 
SAR(1 g) = 0.526 mW/g; SAR(10 g) = 0.373 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.597 mW/g 

  

 
0 dB = 0.600mW/g = -4.44 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#25,24_Ch 20525/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.577 mW/g 
 

Rear/QPSK_RB#25,24_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.781 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 0.6980 
SAR(1 g) = 0.523 mW/g; SAR(10 g) = 0.384 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.607 mW/g 

  

 
0 dB = 0.610mW/g = -4.29 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#25,0_Ch 20525/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.592 mW/g 
 

Front/QPSK_RB#25,0_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.169 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.6500 
SAR(1 g) = 0.511 mW/g; SAR(10 g) = 0.384 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.573 mW/g 

  

 
0 dB = 0.570mW/g = -4.88 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/1/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.985 mho/m; εr = 55.181; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#25,12_Ch 20525/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.542 mW/g 
 

Front/QPSK_RB#25,12_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 23.552 V/m; Power Drift = 0.15 dB 
Peak SAR (extrapolated) = 0.6570 
SAR(1 g) = 0.512 mW/g; SAR(10 g) = 0.387 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.574 mW/g 

  

 
0 dB = 0.570mW/g = -4.88 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#25,24_Ch 20525/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.565 mW/g 
 

Front/QPSK_RB#25,24_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 24.274 V/m; Power Drift = -0.11 dB 
Peak SAR (extrapolated) = 0.6620 
SAR(1 g) = 0.512 mW/g; SAR(10 g) = 0.384 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.585 mW/g 

  

 
0 dB = 0.590mW/g = -4.58 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#25,0_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.329 mW/g 
 

Edge 2/QPSK_RB#25,0_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 18.649 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.4190 
SAR(1 g) = 0.287 mW/g; SAR(10 g) = 0.192 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.346 mW/g 

  

 
0 dB = 0.350mW/g = -9.12 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/1/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.985 mho/m; εr = 55.181; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#25,12_Ch 20525 2/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.319 mW/g 
 

Edge 2/QPSK_RB#25,12_Ch 20525 2/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 18.327 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.4120 
SAR(1 g) = 0.285 mW/g; SAR(10 g) = 0.193 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.342 mW/g 

  

 
0 dB = 0.340mW/g = -9.37 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#25,24_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.327 mW/g 
 

Edge 2/QPSK_RB#25,24_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 18.668 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.4140 
SAR(1 g) = 0.285 mW/g; SAR(10 g) = 0.191 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.342 mW/g 

  

 
0 dB = 0.340mW/g = -9.37 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 3/QPSK_RB#25,0_Ch 20525/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.084 mW/g 
 

Edge 3/QPSK_RB#25,0_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 9.492 V/m; Power Drift = 0.0024 dB 
Peak SAR (extrapolated) = 0.1160 
SAR(1 g) = 0.069 mW/g; SAR(10 g) = 0.040 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.089 mW/g 

  

 
0 dB = 0.090mW/g = -20.92 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/1/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.985 mho/m; εr = 55.181; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 3/QPSK_RB#25,12_Ch 20525/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.089 mW/g 
 

Edge 3/QPSK_RB#25,12_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 9.541 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 0.1320 
SAR(1 g) = 0.078 mW/g; SAR(10 g) = 0.045 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.099 mW/g 

  

 
0 dB = 0.100mW/g = -20.00 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 3/QPSK_RB#25,24_Ch 20525/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.094 mW/g 
 

Edge 3/QPSK_RB#25,24_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 9.830 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.1240 
SAR(1 g) = 0.074 mW/g; SAR(10 g) = 0.042 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.095 mW/g 

  

 
0 dB = 0.100mW/g = -20.00 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#25,0_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.421 mW/g 
 

Edge 4/QPSK_RB#25,0_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 20.147 V/m; Power Drift = 0.0048 dB 
Peak SAR (extrapolated) = 0.4700 
SAR(1 g) = 0.330 mW/g; SAR(10 g) = 0.225 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.392 mW/g 

  

 
0 dB = 0.390mW/g = -8.18 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/1/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.985 mho/m; εr = 55.181; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#25,12_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.328 mW/g 
 

Edge 4/QPSK_RB#25,12_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 18.487 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.4270 
SAR(1 g) = 0.290 mW/g; SAR(10 g) = 0.195 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.349 mW/g 

  

 
0 dB = 0.350mW/g = -9.12 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Primary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#25,24_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.413 mW/g 
 

Edge 4/QPSK_RB#25,24_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 20.610 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.5020 
SAR(1 g) = 0.345 mW/g; SAR(10 g) = 0.235 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.414 mW/g 

  

 
0 dB = 0.410mW/g = -7.74 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#25,0_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.192 mW/g 
 

Rear/QPSK_RB#25,0_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 13.998 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.2300 
SAR(1 g) = 0.169 mW/g; SAR(10 g) = 0.123 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.196 mW/g 

  

 
0 dB = 0.200mW/g = -13.98 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/1/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.985 mho/m; εr = 55.181; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#25,12_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.173 mW/g 
 

Rear/QPSK_RB#25,12_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 13.319 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.2090 
SAR(1 g) = 0.155 mW/g; SAR(10 g) = 0.113 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.178 mW/g 

  

 
0 dB = 0.180mW/g = -14.89 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/2/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#25,24_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.185 mW/g 
 

Rear/QPSK_RB#25,24_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 13.941 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.2270 
SAR(1 g) = 0.165 mW/g; SAR(10 g) = 0.119 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.192 mW/g 

  

 
0 dB = 0.190mW/g = -14.42 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/3/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#25,0_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.153 mW/g 
 

Front/QPSK_RB#25,0_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 12.505 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.1890 
SAR(1 g) = 0.139 mW/g; SAR(10 g) = 0.102 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.160 mW/g 

  

 
0 dB = 0.160mW/g = -15.92 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 9/1/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.985 mho/m; εr = 55.181; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#25,12_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.151 mW/g 
 

Front/QPSK_RB#25,12_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.386 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.1740 
SAR(1 g) = 0.132 mW/g; SAR(10 g) = 0.098 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.150 mW/g 

  

 
0 dB = 0.150mW/g = -16.48 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/3/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#25,24_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.153 mW/g 
 

Front/QPSK_RB#25,24_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.566 V/m; Power Drift = -0.11 dB 
Peak SAR (extrapolated) = 0.1830 
SAR(1 g) = 0.135 mW/g; SAR(10 g) = 0.099 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.155 mW/g 

  

 
0 dB = 0.150mW/g = -16.48 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/3/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 1/QPSK_RB#25,0_Ch 20525/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.113 mW/g 
 

Edge 1/QPSK_RB#25,0_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 10.789 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.1830 
SAR(1 g) = 0.099 mW/g; SAR(10 g) = 0.052 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.131 mW/g 

  

 
0 dB = 0.130mW/g = -17.72 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/1/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.985 mho/m; εr = 55.181; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 1/QPSK_RB#25,12_Ch 20525/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.124 mW/g 
 

Edge 1/QPSK_RB#25,12_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 11.362 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 0.2190 
SAR(1 g) = 0.116 mW/g; SAR(10 g) = 0.061 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.150 mW/g 

  

 
0 dB = 0.150mW/g = -16.48 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/3/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 1/QPSK_RB#25,24_Ch 20525/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.145 mW/g 
 

Edge 1/QPSK_RB#25,24_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.296 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 0.2420 
SAR(1 g) = 0.128 mW/g; SAR(10 g) = 0.066 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.171 mW/g 

  

 
0 dB = 0.170mW/g = -15.39 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/3/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#25,0_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.153 mW/g 
 

Edge 2/QPSK_RB#25,0_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.592 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.1880 
SAR(1 g) = 0.131 mW/g; SAR(10 g) = 0.090 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.156 mW/g 

  

 
0 dB = 0.160mW/g = -15.92 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/1/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.985 mho/m; εr = 55.181; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#25,12_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.185 mW/g 
 

Edge 2/QPSK_RB#25,12_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 13.522 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.2180 
SAR(1 g) = 0.155 mW/g; SAR(10 g) = 0.108 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.184 mW/g 

  

 
0 dB = 0.180mW/g = -14.89 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/3/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#25,24_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.156 mW/g 
 

Edge 2/QPSK_RB#25,24_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.754 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.1920 
SAR(1 g) = 0.134 mW/g; SAR(10 g) = 0.092 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.160 mW/g 

  

 
0 dB = 0.160mW/g = -15.92 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/3/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#25,0_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.063 mW/g 
 

Edge 4/QPSK_RB#25,0_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 8.160 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.0840 
SAR(1 g) = 0.056 mW/g; SAR(10 g) = 0.037 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.068 mW/g 

  

 
0 dB = 0.070mW/g = -23.10 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/1/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.985 mho/m; εr = 55.181; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#25,12_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.069 mW/g 
 

Edge 4/QPSK_RB#25,12_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 8.147 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.0820 
SAR(1 g) = 0.058 mW/g; SAR(10 g) = 0.040 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.084 mW/g 

  

 
0 dB = 0.070mW/g = -23.10 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 9/3/2012 

LTE Band 5 (Secondary Antenna) 

Frequency: 836.5 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.986 mho/m; εr = 56.386; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#25,24_Ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.064 mW/g 
 

Edge 4/QPSK_RB#25,24_Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 8.123 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 0.0830 
SAR(1 g) = 0.055 mW/g; SAR(10 g) = 0.037 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.067 mW/g 

  

 
0 dB = 0.070mW/g = -23.10 dB mW/g 

 


